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Preface

About this document

This guide provides instructions for deploying a virtual machine in the Microsoft Azure cloud
and configuring it to be an iSCSI target. We used the Linux package “targetcli” to create and
manage block devices on the virtual machine. The objective is to leverage volumes from the
iISCSI target virtual machine running on Azure as quorum volumes for Global-active device

(GAD).

This guide does not include instructions for establishing a VPN connection to Azure. For
more information, see the Azure documentation: Tutorial: Create a Site-to-Site connection in

the Azure portal.

Document conventions

This document uses the following typographic convention:

Convention Description

e |[ndicates emphasized words in list items.

Bold e Indicates text in a window, including window titles, menus,
menu options, buttons, fields, and labels. Example: Click OK.

Italic Indicates a document title or emphasized words in text.

Example: pairdisplay -g oradb

Monospace Indicates text that is displayed on screen or entered by the user.

Intended audience

This document is intended for Hitachi Vantara and Global-active device users with an

interest in hosting their quorum on the cloud.

Revision History

Revision Changes Date
1.0 Initial release. February 2022
11 Updgted to include updates for response time June 2024

requirements and path mode best practices.
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https://docs.microsoft.com/en-us/azure/vpn-gateway/tutorial-site-to-site-portal
https://docs.microsoft.com/en-us/azure/vpn-gateway/tutorial-site-to-site-portal

Referenced documents

e Hitachi Global-Active Device User Guide
e Linux SCSI Target: Targetcli

Accessing product downloads

Product software, drivers, and firmware downloads are available on Hitachi Vantara Support
Connect: https://support.hitachivantara.com/.

Log in and select Product Downloads to access the most current downloads, including
updates that may have been made after the release of the product.

Comments

Please send us your comments on this document to GPSE-Docs-
Feedback@hitachivantara.com. Include the document title and number, including the
revision level (for example, -07), and refer to specific sections and paragraphs whenever
possible. All comments become the property of Hitachi Vantara.

Getting Help

Hitachi Vantara Support Connect is the destination for technical support of products and
solutions sold by Hitachi Vantara. To contact technical support, log on to Hitachi Vantara
Support Connect for contact information: https://support.hitachivantara.com/en_us/contact-
us.html.

Hitachi Vantara Community is a global online community for customers, partners,
independent software vendors, employees, and prospects. It is the destination to get
answers, discover insights, and make connections. Join the conversation today! Go to
community.hitachivantara.com, register, and complete your profile.
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Introduction

Global-active device (GAD) Cloud Quorum is a virtual machine image provided by Hitachi Vantara
through the cloud marketplace. The purpose is to simplify and enhance GAD by replacing an
on-premises quorum with an automatically configured, easy-to-use cloud quorum. In addition to
being easier and faster to deploy, a cloud quorum also makes GAD more resilient against outages:
Quorums hosted at the same location as their storage systems create a single point of failure. For
on-premises deployments, this is avoided by hosting the quorum disk at a separate datacenter;
however, with GAD Cloud Quorum, you can achieve the same result without the associated
overhead. This guide provides instructions on how to set up and use GAD Cloud Quorum on
Microsoft Azure.
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Configuration and Specifications

Figure 1 provides a high-level illustration of the connectivity between on-premises Virtual Storage
Platform (VSP) storage systems and an iSCSI target virtual machine in the Azure cloud.

__|iscsl
Port

iSCSI| E
Port | &

&

On-premise Arrays
172.23.88.0/21

IE & | VPN Tunnel

VM

VPN Gateway Internet

targetcli

somjeN ssiwaid-uo

Figure 1: Test Environment

VPN Gateway

During the certification of this solution, we determined that the Azure VPN Gateway plays an
important role. You must use a sufficiently large VPN Gateway to support quorum traffic. Otherwise,
the iSCSI paths between the storage systems and Azure virtual machine experience frequent
timeouts and disconnects.

We experienced these issues while testing with 16 GAD quorums using the two smallest VPN
Gateways: Basic and VpnGw1. The timeout and disconnect problems resolved when we upgraded
the Azure VPN Gateway to VpnGw2.

For a complete list of available gateway types, see: https://azure.microsoft.com/en-
us/pricing/details/vpn-gateway!/.

Note: To identify the Azure VPN Gateway as a bottleneck, contact Azure Support to review the
object CPU utilization. A high utilization is a sign that the gateway is a potential problem. Currently,
you cannot check this metric yourself.
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Azure Virtual Machine

The following settings were used for the virtual machine image:
e Operating system: SUSE Linux Enterprise Server 15 SP1
o Kernel: 4.12.14-8.33-azure
e Instance type: Standard_B2s

o CPU: 2 virtual CPUs
o Memory: 4 GB
o Disks: Standard HDD 30 GB, Premium SSD 66 GB

e Targetcli version: 2.1.fb49
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Azure Virtual Machine

Deployment

This section provides instructions for creating the virtual machine on Azure that will function as
the iSCSI target.

We assume that you are familiar with using an SSH public key for authentication, so we do not cover
this topic. For a refresher, see Generate and store SSH keys in the Azure portal. For this deployment,
we require the response time between the quorum and VSP storage systems to be less than 100ms.
For more information. see the Response time from the external storage system section in the GAD
User Guide.

1. On the landing page of the Azure Portal, use the top-left shortcut to expand the portal menu,
click Virtual machines, click Add, and then click Virtual machine.

2. Enter a name for your quorum VM. Click See all images and search the Azure marketplace for
Global-Active Device Cloud Quorum.

Create a virtual machine

Instance details

Virtual machine name * @ *| |

Region* O | (US) West US v |

Availability options (D | No infrastructure redundancy required v |

Security type

Image * © ‘ 2 ‘
- Sce all images |
Azure Spot instance (O D
Size* @ | Standard_B2s - 2 vcpus, 4 GiB memory ($29.71/month) Y4
See all sizes

3. Set the Region located within a 100ms ping of your VSP storage systems.
Note: Our testing was performed in the western portion of the US connected to our lab in
Denver, CO, with a ping of ~30ms. Under Availability options, no infrastructure redundancy was
used.

4. From the top of the page, select the Networking tab, and enter values for the following options:

e Virtual network - The virtual network must be able to pass traffic to and from the on-
premise networks where the storage systems are located.

e Subnet
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5.

6.

e Public IP
e Configure network security group
In the Advanced tab, under Custom data type, enter the following lines:

#!/bin/bash
./quorum_setup.sh

Custom data

Pass a script, configuration file, or other data into the virtual machine while it is being provisioned. The data will be saved on
the VM in a known location. Learn more about custom data for VMs &

Custom data ‘ #l/bin/bash v

/quorum_setup.sh iqn.1994-04.jp.co.hitachi:rsd.r90..089c42.1g ign.1994-
04.jp.co.hitachirsd.r90..089¢42.3g ign.1994-
04.jp.co.hitachirsd.r90.1.089¢c4a.1e iqn.1994-04.jp.co.hitachi:rsd.r90..089c4a.2e

Note: You can find your VSP IQNs by using Storage Navigator.

Ports/Host Groups/iSCSI Targets

Target

MNumber of Ports
Bidirectional

Total

Host Groups / iSCSI Targets Hosts Ports Login WWNs/iSCSI Names CHAP Users

Edit T10 PI Mode

‘ aFiter || on [ERE | SelectAll Pages || Column Settings |

Pv4
[] Porti Type Mode foif’lM\é';Lual WWN / ISCSI Narme
IP Address
L \ﬁ CLi-A Fibre SCSI = 50060E8008775400 .
Ll @pasza Fibre sSCsI - 50060EBO0R775420 -
CL1-G _ Disabled
_ Disabled

SCSI

No additional settings are required on the remaining pages.

Click Review + create, verify that the final details are correct, and then click Create.
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Firewall Exemption

This section provides instructions for creating a firewall exemption on the Azure network so that the
iISCSI traffic can enter the GAD quorum virtual machine from the on-premise storage system.

1. On the landing page of Azure Portal, use the top-left shortcut to expand the portal menu, click
Virtual machines, and then click the newly created virtual machine.

2. On the left, under Settings, click Networking, and then click Add inbound port rule.

3. Enter the following values and then click Add:

Source: IP addresses

Source IP addresses/CIDR ranges: subnets of the on-premise storage system iSCSI
ports

Source port ranges: * (asterisk)

Destination: IP addresses

Destination IP addresses/CIDR ranges: private IP of the VM
Service: custom

Destination port ranges: 3260

Protocol: TCP

You do not need to add an outbound rule for TCP 3260.

Access Quorum VM

This section provides instructions for verifying that the quorum was set up correctly and for
configuring the quorum after setup.

1. Use an SSH client (such as putty) to log into your quorum VM. Use the public IP and SSH key
assigned to your VM.

2. Log in to the quorum. The default username is azureuser.
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3. Run the configuration script:

./menu.sh
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If the setup was successful, you will see volume0 and your storage system IQNs listed in the
acls directory.

From the configuration menu, you can also add and remove quorum volumes and IQNs, refresh the
portal, and enable Challenge Handshake Authentication Protocol (CHAP).
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Global-Active Device Quorums

This section describes how to discover the volumes from the iSCSI target virtual machine and turn
them into GAD quorums. The procedure is the same as it is to virtualize a physical Fibre Channel or
an iSCSI storage system.

On the VSP 5000 series storage systems, the storage ports that will be used to connect to the
external volumes must be set to Bidirectional mode. This need not be done on the VSP E series
storage systems.

Create iSCSI Paths

1. Log in to Storage Navigator.

2. On the left side, click External Storage, and then click the iSCSI Paths tab.

Explorer External Storage

Storage

Numnber of External Volumes

Number of External Storage Systems

Humber of External Paths o] External Volume Capacity

Number of iSCSI Paths

External Storage Systems External Paths iSCSI Paths

hs

| aFiker || oN [ETT [ Salect All Pages| Column Settings|
Local Rermote

Host Group

xtarnal Storage

CHAP Us TCP P SCSIT Authentical
= port 1D virtual Port 1D Usar IP Address ort 1508 Targat uthantics

Narme Number Name Method

3. Click Add iSCSI Paths.
4. Click Discover iSCSI Targets.
5. For each storage system iSCSI port that will connect to the Azure VM, complete the following

steps:

Discover iSCSI Targets

Enter the required information to discover the iSCSI paths. Click Add to add the discovery targets, and then click OK.

Local Port ID: CL2-H v | Discovery List
Local Virtual Port ID: . |Select All Pages| _

Local Remote
Remote [P Address: (&) IPv4 () IPve
T . [} TCP Port
Port 1D wirtual Port 1D 1P Address
10.2,1.5 8 LEEH bk Narmber
D
Remote TCP Port Number; 3260 [l cu-a - 10.2.1.5 3260
(1-65535)

a. Enter the following:
e Local Port ID: iSCSI port
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o Remote IP Address: private IP address of the Azure VM
e Remote TCP Port Number: 3260
b. Click Add.
6. After you finish adding all the required iSCSI ports to the discovery list, click OK.

7. Back in the Add iSCSI Paths window, leave Authentication Method=None and Mutual
CHAP=DisaIe, and then click Add.

Add iSCSI Paths
1.Add

This wizard lets you add iSCS1 paths. To discover available iSCSI paths, Click Discover iSCSI Targets, Enter the iSCSI path settings, and then click Add. Click Finish to confirm,
iSCSI Targets: Discover iSCSI Targets Selected iSCSI Paths
Available iSCSI Paths |Select All Pages
AFiker | ON [PT08 | Select All Pages| Option Local Remate
Local Remote ™) =
Port 1D Virtual Port 1D 1P Address R Lot Rl L
o e Number Name
Port ID Virtual Port 1D 1P Address Y
Number
Elown |- Tweas |
Add p
< ] >
Selected: 2 of 2
Authentication Method: | None v |
Mutual CHAP: (0 Enable  (s) Disable
User Name:
Secret: il J L
Remove Selected: 0 of O

8. Click Finish and then click Apply.

The following screenshot shows the iISCSI paths after creation:

External Storage Systems External Paths  iSCSI Paths

D ‘aths = Sel

| A Filter m | select All Pages|| Columnn Settings| _ Options w I(—” €—1 E3

Local Remoate
Port 1D Virtual Port 1D CHAP User T TCP Port iSCSI Target Authentication Mutual CHAP
Hame Number Mame Method
(| L‘ CL1-G - 10.2.1.5 3260 ign.2003-01.... Mone Disabled
L Lg':LP.-H - 10.2,1.5 3260 iqn.2003-01.... Mone Disabled
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Discover External Volumes

1. Click the External Storage Systems tab and then click Add External Volumes.

External Storage

N

Numnber of External Volumaes

Nurmber of External Storage Systems
Number of External Paths v] External Volume Capacity
Number of iISCSI Paths

External Storage Systems External Path iSCSI Paths

5| Column scuimii

Nurmnber of External

Status
Path Groups

you virtuslize storage rasourcas by mapping external velumes to the local storage system.
Select axtarnal path groups to map paths betveen external and local systems, or click Craate External Path Group to add a naw group. Click Next to add external volumaes.

Add External Volumes:

(2 By New Extarnal Path Group:

| Creste Extamal Path Group

External Path Group 1

By Existing Extarnal Path Group:

3. Click Discover External Target Ports.

Create External Path Group

This wizard creates a group of paths between the external and local storage systems. To discover new external storage/paths, Click Discover External Target Port. Select an external storage system from the
drop-down list, and then select path(s) from the Available Extamal Paths list and dick Add. Optionally, dick Raise Priority or Lowar Priority to change the order of use for the paths.

Initial External Path Group 10: 0
(0-63231)
Extarnal Paths: | Discover Extarnal Targat Ports
Extarnal Storage System: -
Available External Paths Selected External Paths
aFiker | on [FTT3 | Select All Pages| optensw J[ie][€] 1 21 [
Extarnal External
Port ID Trpe Virtual Port 1D L] Pricrity Port 1D Type Virtual Port 1D
1P Address WWN / i5CSI 1P Address '
Add b
4 Remove
< » < ¥
Selected: 0 of 0 Raisa Priority || Lowar Pririty | Selected: 0 of O
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4. Select the iISCSI ports that defined the iISCSI paths in the previous section and then click
Add.

Discover External Target Ports

This wizard lets you to select the ports that you want to scan for new external storage systams.
External Ports:
Available External Ports Selected External Ports
AFitcer | ot [TE)  |Select All Pages Eostenswlic]l€] = |i2 Select All Pagas)
] PortIo Type [] Port1o Type
L cu1-e Fibre
L cLa-e Fibre
| CLS-E Fibre
Ll cL7-e Fibre ’ Add b ‘
7 ' —
Ll cL2-F Fibre ‘ 4 Remove
Ll cLe-F Fibre
kgl cLe-F Fibre
Ll cLe-F Fibre
V]
Selected: 2 of 10 Selected: 0 of O

5. Click OK.

If the discovery is successful, LIO-ORG will be listed as an external storage system as
follows:

Create External Path Group

This wizard crestes a group of paths betwaen the external and local storage systems. To discover new axternal storagefpaths, Click Discover External Target Port. Select an external storage systam from the
drop-down list, and than selact path(s) from the Available External Paths list and click Add, Optionally, dick Raise Pricrity o Lowar Pricrity to changs the order of use for the paths.

Initial External Path Group 1D 0
(0-63231)
External Paths: | Discover External Target Ports |
External Storage System: LIO-ORA [ (generic)/ | v
Available External Paths Selected External Paths
A | o0 [T taac Al oages _Optonsw BiE [seeatages I
Extarnal External
L PertiD Type Virtual Port 1D L] Priority Port 1D Type Virtual Port 1D
1P Address WWN J ISCST 1P Addrass
O ecu-e isest | - 10.2.1.3 iqn.2003-01, | AddP
| ez-n iscst - 10.2.1.5 iqn.2003-01. -
4 Remove
|
(" » < »
Selected: 0 of 2 |_Raise Pricrity || Lower Priority | Selected: 0 of O

6. Select the discovered external paths and click Add.
7. Click OK.

8. Back in the Add External Volumes screen, click Next.
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The following screenshot shows the three external volumes that were discovered:

Add External Volumes

1.Select External Path Group >

2,Add External Volumes

This wizard lets you virtualize storage resources by mapping external volumes to the local storage systern.
Select external path groups to map paths between external and local systems, or dick Create External Path Group to add » new group. Click Next ta add external volumes.

e valiaE Selected External Volumes
Select All Pages |_Options w
Discovered External Volumes \ 29a1) Liiogtions v ]
- - 7 EEEEE LUN 1D (Highest Volume
)l € E2IED 4 fi
|| &Filter | on BT [Select All Pages optionsw ||/ ¢ 1 f1 11| = Rl Device Name | M7 Device ID Drive Info
[ UM (Highest | poice Name | Capacty | Yolume Device ID C
Priority) Properties H
e Tiumeo | sacoes omo | cooveosouon. | |
< )
Selected: 3 of 2
Initial Parity Group ID: E 1 = |
(1-16384) (1-40986)
Data Direct Mapping (@] Enable (O] Disable
Allow Sirultaneous Creation of LDEVs:  (s) Yes () Mo
Use External Storage System @) Yes () Mo Add p
Cenfiguration:
LDEV Name: Prefix Initial Number
(Max. 32 characters total including max, 9-digit number,
or blank)
A Options
Initial LDEV ID: LDKC <u DEV
00 . | o | : |00 v
Interval
(Lo v | | view LDEV 1Ds |
Initial SSID: 0004 | View SSIDs |
(0004 -FFFE) ” "
v |lv | Change Settings || Remove || More Actions w | Selected: 0 of O

9. To expand additional hidden parameters, click Options and then set Use ALUA as Path
Mode to Disable and Load Balance Mode to Normal Round-robin.

Inflow Control: () Enable =) Disable

Use ALUA as Path Made: L Dizable

v)
v)

Load Balance Made: L Marrnal Round-rabin

10. Select the discovered volume and then click Add.
Note: This external volume corresponds to the volume created on your quorum VM.
11. Click Finish and then click Apply.

Note: The external volumes correspond to the volumes created on your quorum VM.
Testing was performed with three quorum volumes (the default volume count is one).

The following screenshot shows the external volumes after they are successfully virtualized:

Explorer EPathGroupD Last Updated : 2021/03/24 02:15 Ty 7

Status Number of External Volumes 3

@ Normal

Vendor / Model / Serial Number LIO-ORG / (generic) / External Volume Capacity 39.00 GB

Number of External Paths 2 (Max Allowed: 8)

Mapped Volumes External Paths

Selected: 0 of 3

| on 23 [ optionsw Jli€][€] 1 21 [3][3]
Z"’:':: i Status Top LDEV ID ;Zfﬂ:—“w Device Name :F“’::;’s Capacity :f;:::es Device ID P Unit ID :ﬂit:e
L) @pera @ Hormal 00:FD:00 volumen 1 13006 0000 6001405019F... | MPU-010  ALUA
Ll @pe2 @ normal 00:FD:01 volumel 1 13006 0001 600140554DE... = MPU-120  ALUA
L ez @ Hormal 00:FD:02 volumez 1 130068 0002 6001405A73E.. = MPU-010  ALUA
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Define GAD Quorums

1. Expand Replication, click Remote Connections, and then click the Quorum Disks tab.

Explorer Remote Connections Last Updated

Remote Storage Systems: 1

Connections (To)

Systemn: 1
e LE
Connections (From)
Quorum Disks: o Systam: 0

cur 0

Connections (To) Connections (From) Quorum Disks

Edit Quorurn Disks

[[#Fier | on T2 [ Select All Pages | Column Sattings|

Quorum Disk

|_Options w I. e |

Quorum Disk
= >

Remote Storage Systemn
LDEV 1D LDEV Name Status CLPR Capacity

General Tasks

2. Click Add Quorum Disks.

3. For each quorum that you are creating, complete the following steps:

Add Quorum Disks

1.Add Quorum Disks

This wizard lets you add quorumn disks. Select LDEVs from the Available LDEVs list,selact 3 remate storage systam, and then dick Add. Click Finish to confirm,
Querumn Disk ID: (oo ) Selected Quorum Disks
[[] Add Quorum Disk without LDEV | Select All Pages| |_options w |

Available LDEVs Quorum Disk Quorurm Disk ’
| Fier | on 23 | optiensw |[1€/€] 1 1 [3][31) e ) LDEV ID LDEV Hame CLPR Capacity

LDEV 1D LDEN CLPR Capacity
Name

[0 coroon 1 ocion e [
(J 00:FD:01 0:CLPRD 13.00 GB

_) 00:FD:02 0:CLPRO 13.00 GB

Add p
Total: 3
Remote Storage Systemn: Model / Serial Number
| vsP 5000 series / 30548 v

a. Enter the following:
¢ Quorum Disk ID: a value from the available list

e Available LDEVs: external volume to use as a quorum
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o Remote Storage System: remote storage system to pair with this new quorum
b. Click Add.
4. Click Finish and then click Apply.

The following screenshot shows the quorums after they are successfully created:

Connections (To) Connections (From) Quorum Disks

Add Quorum D Remov orurn Disks Edit Quorum Disks

|| AFilter ||M | select All Pages|| Column Settings|

Quorum Disk

|. Options

Quorum Disk Remote Storage Systemn

wll LDEV ID LDEV Name Status CLPR Capaci

L pacity
L] @ oo 00:FD:00 @ normal 01CLPRO 13,00 GB  VSP 5000 series / 30548
L] @ o 00(FD:01 @ normal 0:CLPRO 13,00 GB  VSP 5000 series / 30548
Ll @ o2 00:FD:02 (@ MNormal 0:CLPRO 13,00 GB  VSP 5000 series / 30548
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Appendix A: Mutual CHAP Authentication

This section describes how to configure mutual (bidirectional) authentication with Challenge
Handshake Authentication Protocol (CHAP). Mutual CHAP authentication means that the on-
premises storage systems must authenticate with the Azure virtual machine and vice-versa. This
extra security prevents unintended access from other devices on the same network.

Enable on targetcli

1. Log in to targetcli with the following command:

sudo targetcli

2. Enable mutual CHAP authentication by entering the following commands:

cd /iscsi/ign.2003-01.org.linux-iscsi.quorum-
1.x8664:sn.e5d4db916£f12/tpgl/

set attribute authentication=1

3. Setthe user IDs and passwords to use for mutual CHAP authentication with the following

commands:

cd /iscsi/ign.2003-01.0rg.linux-iscsi.quorum-
1.x8664:sn.e5d4db916£f12/tpgl/igqn.1994-

04.jp.co.

set
set
set

set

auth
auth
auth
auth

hitachi:rsd.r90.1.0877e3.1g/
userid=<chosen auth userid>
password=<chosen auth password>

mutual userid=<chosen auth mutual userid>

mutual password=<chosen auth mutual password>

Repeat step 3 for the remaining IQNs.

Save the changes as follows:

a

Navigate to the root directory with the following command:
cd /

b. Save the changes with the following command:
saveconfig

6. Exit from targetcli with the following command:

exit
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Enable on iSCSI Ports

1. From the left side of Storage Navigator, click Ports/Host Groups/iSCSI Targets, and then
click the Ports tab.

2. Select the iISCSI ports to configure with mutual CHAP authentication and click Edit Ports.
=¥ o =2
Host Groups / iSCSI Targets Hosts Ports Login WWNs/ISCSI Names CHAP Users

IPv4

L] PertID Type [SCAI ‘“:“al WWHN / iSCSI Name

Port Mode 1P Address iv
L .‘ CL4-H iSCSI Disabled iqn.1994-04.jp. co. hitachi:rsd.r90.i.08... 192.168.0.62
L ‘ CL3-G isCsI Disabled ign.1994-04.jp. co. hitachi:rsd.r90.i.08... 192.168.0.14

iqn.1994-04.jp.co.hitachi:rsd.r90.i.08...

ign.1994-04.jp. co. hitachi:rsd.r90.i.08... 172.23.93.96

|¥]  CHAP User Name: ]
(Max., 223 characters)

k‘._f‘ Secret: e e o o e oo o o ok ok ok o

(12 - 32 characters)

Re-enter Secret: o e ol o oo o o o o o o |

4 Back Next p Finish

e CHAP User Name: corresponds to the value for “auth userid” set in targetcli

e Secret: corresponds to the value for “auth password” set in targetcli
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Create iSCSI Paths

1.

From the left side of Storage Navigator, click External Storage, and then click the iSCSI
Paths tab.

Explorer External Storage

] > Extarnal Storage

Number of External Storage Systems Nurnber of External Volumes
Humber of External Paths o] External Volume Capacity

Number of iSCSI Paths

External Storage Systems External Paths iSCSI Paths

ths C
2 Filtar ]|m | Select All Pages || Column Settings L
Local Rermote
L HAP Us TCP P SCSI T Auth ]
* % Replication Port ID virtual Port ID A e 1P Address o 108l Tange el
Name Number Name Method

Click Add iSCSI Paths.
Click Discover iSCSI Targets.

For each storage system iSCSI port that will connect to the Azure VM, complete the
following steps:

Discover iSCSI Targets
Enter the required information to discover the iSCST paths, Click Add to add the discovery targets, and then dlick OK.

Local Port ID: CcL2-H v | Discovery List
Local Virtual Port 10 v select all Pages

Local Remote
Remote I[P Address: (&) IPvd ) 1Pve
¥ - (S}
10215 Port ID Virtusl Port 1D P Address E:ﬂ}:’f
Elces |-
Rermote TCP Port Number: 3260 [ cu-a - 10.2.1.5 3260
(1-65535)

a. Enter the following:
e Local Port ID: iSCSI port
¢ Remote IP Address: private IP address of the Azure VM
e Remote TCP Port Number: 3260

b. Click Add.

5. After adding all the required iSCSI ports to the discovery list, click OK.
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6. Back in the Add iSCSI Paths window, complete the following steps:

Authentication Method: | CHAP v |
Mutual CHAP: ») Enable (s Disable
User Name: ——

(Max. 223 characters)

Secret: o e e e e o oo e o o ok o ook

(12 - 32 characters)

a. Enter the following:
e Authentication Method: CHAP
e Mutual CHAP: Enable
e User Name: corresponds to the value for “auth mutual_userid” set in targetcli
o Secret: corresponds to the value for “auth mutual_password” set in targetcli
b. Click Add.
7. Click Finish, and then click Apply.

The following screenshot shows the iSCSI paths after creation:

External Storage Systems External Paths [SCSI Paths

Add iSCSI Paths Edit iSCEI Targets Delate iISCSI Paths More Actions v Selected: 0 of

| &Fier | oN [ETE)  [Select All Pages|| Column Sattings| | Optionsw |i€[€] 1 /1 5
Local Remote
Port 1D Virtual Port ID CHAP User 1P Address TCP Port iISCSI Target Authentication Mutual CHAP CHAP User
Hame Humber Name Method Name

L Pcu-s - - 10.2.1.5 3260  iqn.2003-01....  CHAP Enabled -
bl d CL2-H = 10.2.1.5 3260 iqn.2003-01.... CHap Enabled

The remaining steps to discover external volumes and define GAD quorums are the same as
without mutual CHAP authentication.
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Appendix B: Disabling ALUA

Previous versions of this user guide missed mentioning that the ALUA Path Mode on the storage
systems must be set to Disable. This is necessary to be in line with supported configurations of the
GAD Cloud Quorum per the Product Compatibility Guide.

Note: We intend to test and qualify a configuration where the ALUA Path Mode is set to Enable
before the end of 2024, after which such deployments would be in line with the Product Compatibility
Guide. However, if you want to align with the Product Compatibility Guide sooner by changing the
ALUA Path Mode to Disable, complete the following steps. You can complete this procedure online
without affecting host I/O to the GAD volumes.
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1. From the left side of Storage Navigator, click External Storage, and then click the
EPathGroup tab.

2. Click Edit External Volumes.

EPathGroup0

Status @ tormal Numnber of
wendor / Madel / Serial Number LI0-GRG / (generic) / External v

Number of External Paths 1 (Max Allowed: &)

Mapped Yolumes = External Paths

2 | on 53 | Select All Pages|| Colu

Parity
q

Status Top LDEVID | oP LPEY i 14 | Mumber Capadity Wolume Drive Info e unitto | PR Load Balance Mode Cache Inflow Attribute
Hame of LDEVs Properties Made antral

3. Click Disable for Use ALUA as Path Mode.

Edit External ¥olumes

1.Edit External Wolumes

This wizard lets you edit one or rmore properties,
Check the bowx in front of the property you want to edit, and then enter the new value,

[ Cache Mode: I_J) Enable (=) Disable

[ Inflow Contral: ) Enable (=) Disable

|£| Use ALUA as Path Mode: ) Enable (») Dizable *
[ Load Balance Maode: | Morrnal Reund-rabin v |

Finish
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4. Click Finish.
Edit External Yolumes

1.Edit Ex

This wizard lets you edit ane ar more properties,
Check the box in front of the property you want to edit, and then enter the new value,

[ Cache Mode: ) Enable |#) Disable
[ Inflaw Contral: ) Enable =) Disable
|'U_f| Use ALUA as Path Mode: ) Enable =) Dizable
[ Load Balance Made: l Marmal Round-robin 'J

Finish
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